








Drills through wood 


Drills in wood up to 142” 
at low speed and 34” at 
high speed. Depth guide 
for drilling to precise 
depths. 


Hammer-drilling 
through concrete block 


Hammer-drills through 
concrete or masonry pro- 
ducts up to ¥2” at high 
speed and %4” low speed. 
(with carbide tipped bit) 


Installing TAPCON® 
fastener 


Variable speed for setting 
screws, self-tapping con- 
crete anchors and other 
specialized fasteners 
such as TAPCON® 


Bench drill stand 


An optional accessory 
that expands the 
usefulness of the drill by 
converting it to a bench 
tool. 


3," Hammer Drill, 2 Speed, 


Variable Speed, Reversible 
Model HP2010N 


ACCESSORIES 


Drill Chuck 
Yo" - 20 UNC 


Chuck Key 
Yo" - 20 UNC 


Steel Tool 
Case 


Drill 
Stand 


Maximum Feed 
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Drill Holder to Base 
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Model HP2010N 


AVAILABLE AT: 


34," Hammer Drill, Model HP2010N 


Hammers through concrete or drills through steel and wood. Variable 
speed feature for setting screws, self-tapping concrete anchors and other 
specialized fasteners such as TAPCON®, plus drilling in ceramic tile. 
Reversing feature for freeing stuck bits. Ideal for installing electrical boxes, 
light fixtures, duct strap and window frames. 





Quick action disengagement of 
drilling with or without hammering. 


Adjustable depth 
guide for consistent 
drilling depths. 


Two gear 
ranges 
for high or 
Multi-position low torque. 
(360° swivel) 
side handle. 





Outstanding Features: 


¢ double insulated for operator safety 

© two tools in one; quick action disengagement of drilling with or without hammering 

® two gear ranges, high or low torque with variable speed in either range 

¢ low speed 0-900 RPM (0-18,000 BPM) or high 0-2,300 RPM (0-46,000 BPM) 

e heavy duty 6 AMP hi-tech motor for power and long tool life 

e drills up to %” in concrete, 172” in wood and 12” in steel 

e variable speed with reversing feature for pinpoint hole positioning and for specialized 
fastener applications such as TAPCON® 

e multi-position (360° swivel) side handle for operating convenience in any position 

e adjustable depth guide for consistent drilling to predetermined depth 

¢ lock-on trigger switch for continuous operation 


STANDARD EQUIPMENT 
drill chuck (763047-2), chuck key (763206-8), steel tool case (181014-9), side handle 
assembly (122232-0) 


TAPCON® is a Registered Trademark of I.T.W. 


Model Capacity Overall} Net | Shipping 
° Steel Wood Conc Length | Weight | Weight 





HP201 ON-Hi Ya" x" 1 3%" 
HP2010N-Low | %” 1%” 
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